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Safety helmet with uvex pheos mechanical visor 
Slot on the front for helmet lights 
Side Euroslot adapters (30mm) for ataching earmuffs and the  
uvex pheos visor system 
Short brim 
Protec�on features 
Meets standard EN 397 and addi�onal requirements for very  
low temperatures (-30 °C) and molten metal (MM) splash 

Polycarbonate visor with mechanical levers and uvex supervision  
excellence coa�ng technology - fog-free vision even under extreme  
condi�ons 
Visor 9906-2 can be combined with uvex pheos K2P Mechanical  
earmuffs, art. no. 2600-214 
Lenses can be changed 
Meets standards EN 166 and EN 170, and also cer�fied for areas of  
applica�on 3 (liquids) and 9 (molten metal and hot solids) 

 

Uvex pheos Mechanical Visor  

Art. no.  
  

9906-2  

Version  Uvex supervision excellence with 
mechanical levers  

Standards  EN 166,EN 170  

Frame  Black 
W166 3 B-2 9 B CE 0196  

Lens PC clear 
UV 400 

2C-1.2 W 1 B 9 KN CE 0196  
 

Uvex pheos K2P Ear Muffs  

Art. no.  
  

2600-214  

Design  Helmet earmuffs for the uvex 
pheos helmet system  

Compatibility  52 to 61 cm  

Standard  EN 397 –30 °C, MM  

SNR  30 dB  

Colour  Black/Yellow  
 

 
 

Uvex pheos B-S-WR Safety Helmets  

Art. no.  9772-031  

Colour  White  

Sizes  52 to 61 cm  

Standards  EN 397 –30 °C, MM  

Version  With short brim  

 

 

 

 
 

 

 


